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@MESH AP supports 3 modes: [AP+ Mesh], [AP+STA] (Repeater) and [AP 

Mode]. 

 

1. Login @MESH AP 

 

1-1. Change IP Address on your PC. 

   

 

1-2. Run [@MESH AP Manager] or enter the default IP (192.168.1.100) in web 

browser. 
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1-3. Enter [User Name] & [Password]. 

 

 

1-4. @MESH AP configuration screen 

 

 

 

 

 

 

 

 

 

 

User name: admin or root 

Password: admin 
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2. Configure AP+ Mesh Mode 

 

ϧ Default Mode     : AP+Mesh  

ϧ Default Mesh ID : Mesh 

ϧ Default Channel Domain : FCC (Ch#1 ï Ch#11) 

ϧ Default Channel : 11 

 

2-1.  Click [Network]. 

 

2-2.  Click [Wireless]. 
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2-3.  Click [AP+Mesh] in Operation. 

 

 

2-4.  Select desired setting for Channel Domain & Channel. 
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2-5.  Enter the distance (in meters) of your application in Wireless Distance. 

 

2-6.  The default MESH ID is [MESH]. MESH ID is the same as ESSID. 

 

 

2-7.  Select [Disabled] or [AES] in Encryption Type. 

ϧ AES Passphrase: Create a encryption between @MESH APs. 
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2-8.  Select [Static IP] in Connection Type. You can also change the settings of [IP 

Address], [Netmask] and [Default Gateway]. 

 

 

2-9.  Select [DHCP] in Connection Type. 

 

 

 

 

 

 

 

 

 


