@MESH AP User Manua

@MESH AP
WIFI Mesh Access Point

User Manual

September 2008



LW W LW W uwu v u u v v u uu u uu

@MESH AP User Manual

C

@
>
—~
D
-]
—~
7))

([N
([N
([N
([N
([N
[0}
D
D
D
-

l ntroducti on
Features . éééé
@Mesh AP Manager ..
Setup @MESH AP Managerée ¢ ¢ ¢ € éé. é. . . éé
Login @QMESHAPé é é € 6 66 € éééeéééeéééeééé
é

-
M D
M D
M D
M D
M D
[ONON
[ONON
@D M
@D M
o
f'(,B: o M
)

B
D
B
-
@
@
@
@

D

@MESH AP Manager Settingsé ¢ € € ¢ é é é e e e e é

@MESH AP Quick Guideé ¢é é é é

(9]
(9]
o8
o8
o8
(9]
(9]
(9]
(9]
(9]
(9]
(9]
(9]
(9]
(9]
o
o
M D
H
o1

Set @QMESHAP | P é. ... ... ..€6ééeceéé&ecée é.é .38
Set Login Password é. . .€.¢6@&eccecececetéted. €. e
Backup& Restoreé ¢ ¢ ¢ é ¢ éééeéeééeéécéecécéecééééeéeé b
Back to Factory Defaul B£ééc¢é.&E&&&&Ee.ee 886
Firmware Upgradeéeée. éé. é&&ee&e&&L éececéé. e. 39
Change @MESHAPnameé é ¢ é ¢ é ¢ éééeéééeééécécéeéed

@OMESHAP Statusé ¢ ¢ € ¢ ¢ é e ééeéeéceéeéeeeeeeecee 43
Troubl eshooting é€ééééééééééeceeée .eaeééeée. é.52.
58

Technical Specificatgéhé

8.
0N
B
oy
B
0N
8
Bk
D
B
B
D



@MESH AP User Manual

Introduction

@MESH AP can extend your existing network without any extra configuration and wiring.

@MESH AP supports [AP+ Mesh], [AP+STA (Repeater)] and [AP] mode.

Features

Cost-Effective

High Performance

Easy for installation

Auto connection for better signal route
Easy to Configure by @MESH AP Manager
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@MESH AP Manager

MESH AP Manager Version 1.0.7
Search all @MESH AP automatically
Configure one or all @MESH AP
Display neighbor @MESH AP signal
Auto-Refresh signal of @MESH AP
Display @MESH AP network map

Setup @MESH AP Manager

+ @QMVIESH AP Manager
« User Manual
« Quick Installation Guide

- Download Acrobat Reader

EXIT



@MESH AP User Manual

Login @MESH AP

1. Change IP Address on your PC

-4 Local Area Connection Properties

General I Advanced |

Connect using:

B8 Realtek RTL8133/810x Family Fast

This connection uses the following items:

g Client for Microsoft Networks
,@ File and Printer Sharing for Microsoft Networks

Internet Protocol [TCP/P)

Uninstall Properties I
¢ )

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

Show icon in notification area when connected
Notify me when this connection has limited or no connectivity

[ oK ][ Cancel ]

]

Internet Protocol (TCP/IP) Properties

General ’

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator for
the appropriate IP settings.

| 192.168. 1
| 3255, 285.. 0

Obtain DNS server address automatically
(3) Use the following DNS server addresses:
Preferred DNS server: | . . . '

Alternate DNS server: ‘ ; . ; ‘

0K Cancel
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2. Run [@MESH AP Manager] or enter the default IP (192.168.1.100) in web browser.

W\

':E'-T_ﬂ I'-'i E .r:."- H Lﬁl. P

Manager

/= Internet Explorer cannot display the webpage - Windows Internet Explorer

@@ 3 hgp__:_{j'192.168.1._150_

File Edit View Favorites Tools Help

n I
W e } € Internet Explorer cannot display the webpage [ |

Internet Explorer cannot display the webpage




1.

automatically.

Q Mesh AP Manager

@MESH AP Manager

[ Discover I@ Mesh APs found. )
Host Name IP Address Mesh ID / ST...
Manager 192.168.1.100 AP+Mesh
00:18:84:81:38:00  CoffeeBar 192.168.1.103  Mesh coffee 1 AP+Mesh
00:18:84:81:B8:78  FlowerStore  192.168.2.104 Mesh flower n AP+Mey

Mesh AP Settings

IP Address

00:18

MAC Address 0018
Host Name AP ESSID |0FFICE Channel |1] LI
IP Address Mesh Key I ] Change iChange All
Neighbor Mesh AP Signal
RSSI Poor Good Excellent

MAC Address

Operation [AP+Mesh ~| I Map

Mesh ID lMesh

Auto Refresh | | Exit

2.

7 Mesh AP Manager

‘ Mesh APs found.

Login Password [sxx=

Mesh ID / ST... | AP ESSID ...| M..| Operation
AP+Mesh

Search all of the Mesh APs in the network]
HOSTNGme | 1P

00:18:84:81:38:00
00:18:84:81:B8:78

Mesh AP Settings

Manager
CoffeeBar
FlowerStore

MAC Address (0:16:84
HostName i AP ESSID |0FFICE Channel |1] LI
IP Address  192.164.1.100 Mesh Key I Chan Ch All
Change i ange Al
Neighbor Mesh AP Signal
IP Address MAC Address RSSI Poor Good Excellent
0 /5 HNNNENENENENNNNNNNENENEREEN

1 AP+Mesh
AP+Mesh

192.168.1.100
192.168.1.103  Mesh coffee
192.168.2.104 Mesh flower 1

Operation [AP+Mesh ~| I Map

:C0 MeshID lMesh

00:18:84:81:38

Auto Refresh | | Exit
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When start [@MESH AP Manager], it will search all the @MESH APs in the network

Click [Discover] to search all the @MESH APs in the network.
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3. Double-click the selected @MESH AP to setup @MESH AP via web browser.

[ Mesh AP Manager

I Discover 3 Mesh APs found. Login Password [=== -
P iyl peratio

Mesh |D
Mesh

Name

MAC Addre Ho 3 P Addre
({00:18:84:80:0E:C0 Manager 192.168.1.100

00:18:84:81:B8:78 FlowerStore  192.168.2.104  Mesh flower AP+Mesh
~ Mesh AP Settings -
MAC Address [10:15:54:60:00:C0  Mesh ID |Mesh Operation ]APiMesh LI I Mal
I Map
Host Name iManaur—r AP ESSID IOFFICE Channel l]] :J
IP Address 197 1601100 Mesh Key l Chan I
| Change Change All
Neighbor Mesh AP Signal
IP Address MAC Address RSSI Poor Good Excellent
ootenastseos s ENEEEEENEENEENEENERNEENERN

001;18:64:81:88:78 8 ENNNENNEENENENENENENEREEEN

Auto Refresh I | Exit

4.  Enter [User name] & [Password] to login the @MESH AP.

User nameadmin or root
Password: admin

Connect to 192.168.1.100

(4

The server 192.168.1.100 at Mesh requires a username and
password,

\Warning: This server is requesting that your username and

password be sent in an insecure manner {basic authentication
without a secure connection).

User name: l € admin )

Password: [ sscee

[ ]remember my password

[ OK ][ Cancel ]
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@MESH AP Manager Settings

Mesh ID: Mesh network ID, 0-32 Bytes

STA ESSID: ESSID for [AP+STA] Mode only

Mesh Key: Encryption key between @MESH AP, 0-40 Bytes
AP ESSID: WiFi AP ESSID, 0-32 Bytes

RF Channel: [FCC] 11 11 Channel, [ETSI] 17 13 Channel
Operation: [AP+Mesh], [AP+STA] or [AP] Mode

1. Click [Operation] to select different mode. [AP+Mesh], [AP+STA] or [AP] Mode.



